
SAME-DAY UAE RENTAL — CONSTRUCTION & PROGRAMME PROTECTION

Construction Site Dehumidifier UAE
Accelerate Concrete Drying, Protect Handover Dates & Prevent Defects in UAE Projects

CtrlTech UAE  ›  Construction & Restoration  ›  Construction Site Dehumidifier

■  UAE SUMMER AMBIENT 85–90% RH — NATURAL SLAB DRYING TAKES 12–20 WEEKS

In the UAE, a 100mm concrete slab that would dry to flooring specification moisture content in 4–6 weeks in northern Europe takes 12–20
weeks in summer ambient conditions because the outdoor air at 85% RH provides almost no drying gradient. A correctly positioned industrial
dehumidifier maintaining 50–55% RH above the slab compresses this to 3–5 weeks — protecting handover dates with contractual penalty
clauses attached.
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■  MOISTURE PROBLEMS ON UAE CONSTRUCTION SITES

■ Flooring delamination: LVT, carpet and timber installed on wet slab
debond within months

■ Screed cracking: insufficient curing RH causes early surface
cracking in screeded floors

■ Wall plaster: painting over high-moisture plaster causes paint
blistering and peeling

■ Raised access floor: substrate moisture causes corrosion of
pedestal bases and brackets

■ Handover defects: contractor bears liability for moisture-related
defects post-handover

■ Programme delay: each week of drying delay costs AED
50,000–500,000 on large UAE projects

■ Mould in enclosed floors: unventilated floors become mould
incubators during fit-out phase

✔  CTRLTECH CONSTRUCTION DRYING SOLUTIONS

✔ CDM-90L / FSD-480L: UAE rental fleet for same-day construction
site deployment

✔ Compresses slab drying from 12–20 weeks to 3–5 weeks —
programme protecting

✔ Floor-by-floor deployment: unit moves as construction progresses
upward

✔ Moisture metre monitoring: CtrlTech advises on BS 8203
measurement methodology

✔ Rental: daily, weekly and project-length — includes maintenance,
no capital outlay

✔ Same-day UAE delivery from local stock — call before noon, unit
on-site same day

✔ Supply across all UAE construction zones: JAFZA, ADGM, Dubai
Hills, Saadiyat

■  CONSTRUCTION DRYING GUIDE — SLAB TYPE vs DEHUMIDIFIER REQUIREMENT

Construction Phase / Material Drying Target
UAE Natural

Time
Active Dry

Time
Model & Rate

Concrete slab 100mm (LVT/vinyl) Below 75% RH (slab) 12–16 weeks 3–5 weeks CDM-90L — rental

Concrete slab 150mm (timber) Below 65% RH (slab) 16–24 weeks 5–8 weeks CDM-90L — rental

Sand/cement screed 50mm Below 75% RH 6–10 weeks 2–4 weeks CDM-90L — rental

Plaster / render (painting)
Below 70% RH

(surface)
4–8 weeks 2–3 weeks CDM-50L — rental

New build enclosed floor (mould risk) Below 65% RH
Mould within 72

hr
Immediate CDM-90L urgent

Multi-floor building (per floor)
Below 65% RH per

floor
Per floor Per floor FSD-480L

■  GCC CONSTRUCTION COVERAGE

Coverage Area Delivery

UAE — Dubai, Abu Dhabi, Sharjah, RAK (same-day rental) Same-day

Saudi Arabia — NEOM, Riyadh, Jeddah major projects 2–3 days

Qatar (Doha construction), Oman (Muscat, Sohar) 3–4 days

Kuwait, Bahrain, Iraq, Jordan 4–5 days

■  PROGRAMME DELAY COST VS RENTAL

■  PROGRAMME COST CALCULATION

At AED 800–1,200/day rental for CDM-90L, active slab drying costs AED
25,000–45,000 for a 100 m² floor plate over 5 weeks. The same slab
delayed 10 weeks on a typical UAE project costs AED 150,000–500,000
in programme overrun penalties. ROI is immediate.
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